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Disclaimer 

“Autoking” and “Oils by an Indian” are intended and authorized for use only in countries 
and jurisdiction in which Autoking has obtained the rights to use, market and advertise the 
brand. Autoking shall not be liable to third parties for unauthorized use of this document or 
unauthorized use of its trademarks. References in this publication to Autoking products or 
services do not imply that Autoking intends to make these available in all countries in which 
it operates. Contact SLPL for more information or mail to info@sterlitelubricants.com. 

 

PRODUCT DATA SHEET 

AK AQUACOOL SYN SERIES  
GRADES:  SYN 650 

DESCRIPTION: 
AUTOKING AQUACOOL SYN SERIES Oil is bio stable 
synthetic ester and PAO base soluble cutting oil which 
provides excellent corrosion protection, non sticky residue 
and excellent reparability. 
 
AUTOKING AQUACOOL SYN SERIES Oil are designed for 
high cutting operations, where a high quality surface 
finish, outstanding cooling and low foaming potential are 
required. This oil has excellent cooling and ant-rust 
properties when applied in high speed machinery 
operation of iron and steel with longer service life. 

  
 
 IS: 11186 – 1985 (Reaffirmed – 1990) 

 
 
 

FEATURES 
 Long Fluid life. 
 Outstanding wear protection. 
 Maintaining system efficiency. 
 Excellent Cooling and Lubricating Properties 
 Reduce Wheel Loading & Breaking Frequency 

 
 AK AQUACOOL SYN SERIES Oil is recommended for 

general cutting and grinding operation of ferrous 
materials from light to severe duty, designed for 
modern machining equipment and high surface finish. 

  
 Excellent rust and corrosion protection. 
 Resist formation of sticky residues. 
 Low forming potential and Bio-stable ester. 
 Excellent lubricity and super finishing operation. 
 Nitrile and Chlorine free hence environmentally 

safe. 
 

 

 
HEALTHY & SAFETY ENVIRONMENT:-  Auto king oil are unlikely to present any significant health or safety hazard when properly 
used in the recommended application and good standard of industrial and personal hygiene are maintained. For more details 
contact STERLITE INDIA REPRESENTATIVES. 

CHARACTERISTICS AQUACOOL SYN 650 
APPEARANCES CLEAR 
COLOUR BROWN TO AMBER 
DENSITY @15°C 0.99 – 1.02 
PH 2% EMULSION 9.0 
THERMAL STABILITY TEST PASS 
EMULSION STABILITY STABLE 
EMULSION TRANSLUCENT 

PERFORMANCE LEVEL:  

BENEFITS: APPLICATION: 

TYPICAL PROPERTIES: 


