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AK DEO GUARD 15W40 CI-4 
 

  

DESCRIPTION: 

AUTOKING DEO GUARD 15W40 CI4 is premium 
multipurpose extra high performance diesel engine oil that 
provides excellent lubrication of today’s diesel engines 
promoting extended life. This extra high performance has 
been proven in the field in a wide variety of industries 
application.  
 
AUTOKING DEO GUARD 15W40 CI4 assures outstanding 
protection against high Temperature engine deposits, oil 
degradation, and oil thickening and corrosion resistance. It 
exhibits outstanding control on soot induced thickening 
and soot induced wear. 

  
 
 API CI-4 & IS: 13656:2002. 

 ACEA E7 & CUMMINS CES 20078 

 MB 228.3 & VOLVO VDS-3. 

 Caterpillar ECF 2 

 MAN M-3275-1 

 MACK E0-M Plus 

PERFORMANCE 
 Easier cold starting. 

 High engine cleanliness. 

 Better thermal and oxidation stability. 
 

 

AK DEO GUARD 15W40 CI-4 is best recommended for use 
in on highway light and heavy duty tracking, off-highway 
industries including construction, mining, quarrying and 
agriculture. Also recommend for turbo-charged diesel 
powered equipment. 

  

 Shear stability   stay- in-grade, protection from 
wear and reduced oil consumption 

 Effective cam/tapped and value train wear 
protection 

 Reduced engine scuffing and bore polishing. 

 Longer Life of Critical Wear Surfaces 
 

 

 
CHARACTERISTICS DEO GUARD 15W40 CI-4 

KINEMATIC VISCOSITY @100°C, CST 14 - 15 

VISCOSITY INDEX, MIN. 130 – 135 

FLASH POINT °C, MIN. 234 

POUR POINT °C, MAX. -15 

TBN (MG KOH/GM) 10-12 

HEALTHY, SAFETY & ENVIRONMENT:-  Auto king oil are unlikely to present any significant health or safety hazard when properly 

used in the recommended application and good standard of industrial and personal hygiene are maintained. For more details 

contact STERLITE INDIA REPRESENTATIVES. 

 

PERFORMANCE LEVEL:  

 

BENEFITS: APLLICATION: 

 

TYPICAL PROPERTIES: 
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