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AUTOKING MULTIPURPOSE GREASE 
GRADES: MP‐2 & MP‐3 

DESCRIPTION: 

AUTOKING  MULTIPURPOSE  GREASE  is  premium  quality 
lithium  base  multipurpose  automotive  grease,  with  high 
drop point, good thermal and structural stability and also 
having resistance against water wash out. With its smooth 
structure  and high degree of  resistance against oxidation 
and rusting.  
 
AUTOKING MULTIPURPOSE GREASE  are  ideal  product  for 
all grease lubricates parts of automotive equipment’s 

 

   
 

 IS:12203‐1987 (reaffirmed‐1993) 
 
 

PERFORMANCE 
 Extends re‐lubrication intervals. 
 Outstanding wear protection. 
 Wide  operating  temperature  range,  ‐10ºC  to  + 

120ºC 

 
 

 AK  MP‐2  and  MP‐3  Grease  are  recommended  for 
lubrication  of  automotive  chassis  components,  wheel 
bearing, universal  joints and ball  joint of  steering and 
suspension  system  of  passenger  cars,  tracks,  farm 
tractors,  and  other  type  of  mobile  equipment 
operating under moderate conditions. 

   
 

 Superb protection against rust and corrosion 
 Excellent structural stability 
 Good resistance to water washout 
 Oxidation inhibitor extend  the life of the grease
 Lead, chlorine and  nitrile free 

 

 

CHARACTERISTICS  MP‐2 MP‐3 

NLGI GRADE  2 3 

COLOUR  LIGHT BROWN LIGHT BROWN

THICKENER TYPE  LITHIUM LITHIUM

WORKED PENETRATION@250C,60/60 STROKES  265‐295 220‐250

DROP POINT 0C, MIN.  180 180 

BASE OIL VISCOSITY @400C CST  160‐200 160‐200

EMCOR  RUST PROTECTION TEST  0,0 0,0 
 

HEALTHY & SAFETY ENVIRONMENT:‐  Auto king oil are unlikely to present any significant health or safety hazard 

when properly used in the recommended application and good standard of industrial and personal hygiene are 

maintained. For more details contact STERLITE INDIA REPRESENTATIVE

PERFORMANCE LEVEL:  

BENEFITS: APPLICATION: 

TYPICAL PROPERTIES: 
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