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Disclaimer 

“Autoking” and “Oils by an Indian” are intended and authorized for use only in countries 
and jurisdiction in which Autoking has obtained the rights to use, market and advertise the 
brand. Autoking shall not be liable to third parties for unauthorized use of this document or 
unauthorized use of its trademarks. References in this publication to Autoking products or 
services do not imply that Autoking intends to make these available in all countries in which 
it operates. Contact SLPL for more information or mail to info@sterlitelubricants.com. 

 

PRODUCT DATA SHEET 

AK RUBBSTER ARP SERIES  
(AROMATIC BASE RUBBER PROCESSING OILS) 
GRADE: ARP-1 , ARP-2 

DESCRIPTION: 
AUTOKING RUBBSTER Series Oils are popular as safe and 
environment friendly product. Three different grades of 
superior quality rubber processing oils are offered. From 
which AK ARP-1 and ARP-2 Oils are Aromatic base Rubber 
Processing Oils.  
 
AUTOKING RUBBSTER ARP-1 and ARP-2 Oils are Primary 
Aromatic Hydrocarbon, blended with carefully selected 
aromatic extracts. AK RUBBSTER ARP-1 and ARP-2 Oils are 
suitable for Manufacturing of Automobile Tyres, belting 
and many more application. These oils have low viscosity 
which reduce viscosity of compound & improve 
processing. 

  
 
 ASTM 101 Type, formulated from specially 

selected aromatic extracts 
 
 
 

PERFORMANCE 
 Highly Suitable for natural rubber, styrene 

butadiene rubber, Polybutadiene rubber and 
neoprene rubbers. 

 Better extrusion due to the lubricating action. 

 
 AK RUBBSTER ARP-1 & ARP-2 Oils are recommended for 

use in Tyres, bi-cycle Tyres, Mats, Tyre Retreading, 
Belting and Hoses & Battery Containers. 

 AK RUBBSTER ARP-1 & ARP-2 Oils are used for 
manufacturing of various rubbers Production from both 
Natural as well as Synthetic rubber. 

  
 High Rubber and Polymer Solvency 
 Offers good compatibility and is suitable for use 

with NR, SBR and PBR & CR etc. 
 Reduce Power Consumption. 

 
 
 
 

CHARACTERISTICS ARP-1 ARP-2 
APPEARANCES DARK GREEN DARK GREEN 
KINEMATIC VISCOSITY@400C, CST 30 ± 10 25 ± 5 
FLASH POINT0C, MIN. 230 240 
ANILINE POINT0C 30 - 50 30 - 50 
POUR POINT0C, MAX. 20 - 25 20 - 25 
VOLATILE MATTERS 1500C/1 HR. 0.5 MAX 0.5 MAX 
HEALTHY, SAFETY & ENVIRONMENT:-  Auto king oil are unlikely to present any significant health or safety hazard when properly 
used in the recommended application and good standard of industrial and personal hygiene are maintained. For more details 
contact STERLITE INDIA REPRESENTATIVES. 

PERFORMANCE LEVEL:  

BENEFITS: APPLICATION: 

TYPICAL PROPERTIES: 


