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Disclaimer 

“Autoking” and “Oils by an Indian” are intended and authorized for use only in countries 
and jurisdiction in which Autoking has obtained the rights to use, market and advertise the 
brand. Autoking shall not be liable to third parties for unauthorized use of this document or 
unauthorized use of its trademarks. References in this publication to Autoking products or 
services do not imply that Autoking intends to make these available in all countries in which 
it operates. Contact SLPL for more information or mail to info@sterlitelubricants.com. 

 

PRODUCT DATA SHEET 

AK RUSTER MO SERIES  
GRADES: MO 365, MO 366 

  

DESCRIPTION: 
AUTOKING RUSTER MO SERIES Oils are non-solvent type 
light bodied mineral oil, inhibited with special additives for 
rust preventing. These oils are oil based rust preventive 
fluid, which form thin, tenacious oily film on the surface of 
the metal to be protected. These oils have been developed 
for indoor usage. However, product can also be used for 
outdoor storage. 
 
AUTOKING RUSTER MO SERIES Oils can be applied by 
Deeping /brushing / spraying. And oil film can be removed 
easily by treating with petroleum solvent, alkaline cleaning 
of vapor degreasing agents. 

  
 
 PROPRIETARY GRADE. 

 
FEATURES 
 Excellent protection against rusting, for longer 

duration 
 Oil film is non-drying type and therefore its 

removal  is easier 
 Does not contain any solvent hence no 

precaution is required to handle this product. 

 
 AK RUSTER MO SERIES Oils are recommended for 

protection of steel sheet and strips, metal stacks during 
transit and storage period. 
 

 AK RUSTER MO SERIES Oils are suitable for unfinished 
dies, tools, and machine surface, and fire area, 
automotive and marine equipments. 

  
 These oils are compatible with general 

lubrication oils. 
 Economical and easy to use. 

 

 
HEALTHY, SAFETY & ENVIRONMENT:-  Auto king oil are unlikely to present any significant health or safety hazard when 
properly used in the recommended application and good standard of industrial and personal hygiene are 
maintained. For more details contact STERLITE INDIA REPRESENTATIVES. 

CHARACTERISTICS MO 365 MO 366 
APPEARANCE CLEAR CLEAR 
DENSITY @15°C 0.86 - 0.89 0.86 - 0.89 
KINEMATIC VISCOSITY @40°C, CST 20-30 35-50 
FLASH POINT°C, MIN. 200 200 
POUR POINT°C, MAX. -8 -6 
COPPER CORROSION 1A 1A 

PERFORMANCE LEVEL:  

BENEFITS: APPLICATION: 

TYPICAL PROPERTIES: 


