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Disclaimer 

“Autoking” and “Oils by an Indian” are intended and authorized for use only in countries and 
jurisdiction in which Autoking has obtained the rights to use, market and advertise the brand. 
Autoking shall not be liable to third parties for unauthorized use of this document or unauthorized 
use of its trademarks. References in this publication to Autoking products or services do not imply 
that Autoking intends to make these available in all countries in which it operates. Contact SLPL 
for more information or mail to info@sterlitelubricants.com. 

 

PRODUCT DATA SHEET 

AK TURBO 4T 20W 50 API SM    
DESCRIPTION: 
AUTOKING TURBO 4T 20W50 is premium quality multi-
grade engine oil (SAE 20w 40), formulated with 
premium quality base oil, special additives for high 
performance 4stroke engines of modern motorcycles. It 
provides strong oil film for lubrication and total 
protection to engine viz. protection from rust, 
corrosion, with reduced wear under a wide 
temperature range in air-cooled new generation 4 
stroke motorcycles. 

  
 
 API SM 

 IS 13656–2002 

 

PERFORMANCE 
 Outstanding wear protection 

 Maintaining system efficiency 
 

 
Recommended for all new generation 4 strokes, two 
wheelers like Honda, Hero Honda, Bajaj, TVS, Yamaha, 
Suzuki, LML, Kinetic etc. 

  
 Reduced engine maintenance. 

 Highly shear stable. 
 Total engine protection viz. protection from 

rust, corrosion, high temperature and wear 

 

 

CHARACTERISTICS  AK TURBO 4T 20W 50 API SM 

Color Red 

Kinematic Viscosity, cSt @ 100°c 12.5-16 

Viscosity Index, min. 120 

Pour Point, °C, max. -21 

Flash Point, COC, °C, min. 220 

TBN, mg. KOH/gm. 4.5 – 5.5 

  

 

HEALTHY, SAFETY &ENVIRONMENT: -  Auto king oil are unlikely to present any significant health or safety hazard when properly 

used in the recommended application and good standard of industrial and personal hygiene are maintained. For more details, 

contact STERLITE INDIA REPRESENTATIVES. 

 

 

PERFORMANCE LEVEL:  

 

BENEFITS: APPLICATION: 

 

TYPICAL PROPERTIES: 


