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AK XTRA PLUS 4T 10W30 API SL    
DESCRIPTION: 
AUTOKING XTR PLUS 4T 10W30 is a heavy duty premium 
quality multi-grade petrol engine oil made from highly 
refined base oil and high quality detergent additives 
incorporated with selected anticorrosion, antiwar, anti-
foam, anti-oxidant additives which make oil most 
suitable for use in non turbo charged engines operating 
under high and low temperature conditions. These oil 
possess improved performance characteristics due to 
excellent thermal stability, oxidation resistance and 

antiwear agents. 

  
 
 API-SL. JASO MA2 

 U S Military Specification MIL-L-2104 B Level of 
EDL 2/EPL 2 OF IS 13656:2002 

 

  PERFORMANCE 
 Maintaining system efficiency 

 
 

 
 AUTOKING XTRA PLUS 4T 10W30 specially formulated 

premium oil for new generation 4 stroke Motorcycles. 

 Recommended for Honda, Bajaj, Kawasaki, TVs, 
Yamaha, Suzuki and for 10,000km drain period with top 

up every 2500km for new age bikes. 

  
 Excellent performance in “All Weather” 

conditions. 

 Quick engine starts at high and low 
temperature. 

 Very good thermal and oxidation stability. 

 Offers remarkable improvement in fuel 
economy. 

 Longer oil drain interval. 

 

 

CHARACTERISTICS  AK XTRA PLUS 4T 10W30 API SL 

Density @15’c 0.8705 

Color Yellow 

Kinetic viscosity cst @ 40 “ C                                        65 - 72 

Kinetic viscosity cSt @ 100 “ C 10 – 11.5 

Viscosity index 135 

Flash point 220 

TBN 8 - 9 

 

PERFORMANCE LEVEL:  

 

BENEFITS: APPLICATION: 

 

TYPICAL PROPERTIES: 
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HEALTHY, SAFETY &ENVIRONMENT:-  Auto king oil are unlikely to present any significant health or safety hazard when properly 

used in the recommended application and good standard of industrial and personal hygiene are maintained. For more details 

contact STERLITE INDIA REPRESENTATIVES. 
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